MILITARY SPECIFICATION SHEET

ELECTRON TUBE. RECEIVING

TYPE 6B4G 1/

MIL-E-1/191C
14 July 1970

MIL-E-1/191B
21 January 1959

The complete requirements for procuring the electron tube described herein

shall consist of this document and the latest issue of Specdication MIL-E-1.

This specification is mandatory for use by all Depart-

ments and Agencies of the Department of Defense.

DESCRIPTION: Triode, power amplifier

Outline ---
Base .-
Envelope ---
Cathode ---

Base connections:

16-3 (E1A)

‘B8-11 (phenolic)

ST16

Coated filament

Pin No. - 1 2 4 5 6 7 8
Element --- nc f ne Iy n¢ f nc
ABSOLUTE-MAXIMUM RATINGS:
Parameter: Efl Eb Ec Pp 1k Alt
Unit: Vv Vde Vdc w mAdc ft
Maximum: 6.9 360 --- 15 100 10, 000
Minimum: 5.7 - - —— -—-- ..
TEST CONDITIONS: 6.3 Vac 300 -62 --- .--- ---
GENERAL:

Qualification - Not required

1/See note 1

@ denotes changes
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“1a pase material insulating [ i \
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Quality corfur manc e ' !
inspection. part |
1266 Tatal gnid current See e 2 ) 0,75 H Ic 0o -3.0 I .« Adc
. (
1256 Elcctrode current (ancde) ! 0.65 ; I ib 22.5 $7.5 'I mAdc
i ' } .
1341 | Power vutput g Esig = 40 Vac; 0.65 | W Po 4.3 7 --- w
‘Rp ¢ 1,100 ohms !
l {see note 2) i )
i H .
1246 Audiv frequency nose | Esw - 700 mVac; 0.65 H Fis .-- 17 vu
Rp . 2,060 vhms: ! / \
‘: Ef = 6.3 Vdc : ; i
| : :
123 Enussion ‘Eb -~ FEc - 30 vde 0.65 | 11 s 140 | == mAdc
g ]
@ 1201 Short and discontinuity l 0.4 ‘ 1 .- .- .- e-
’ detection : . '
| | ;
Quality_conformance 1 i .
m'qwnum p.lrl 2 ' : '
H |
1031 Low-frequency vibration ! Ec . 70 Vdc, re- | .. Fp --- - 500 mvac
i Rp - 2,000 ohms | | |
i 1
1301 Filament current i “ee | ... " 0.9 . 1.10 A
1306 Transconductance , ee- F -- Sm | 3, 200 ; 4,800 y n n|h0\1
1316 Amphlicatiun factor i .- ! --- Riu 3.7 ¢ 8.3 ---
@ 1211 Insulittinn of electrodes [ ' 1.0 - |3 .- .- i, .
@ 1101 Secureness of base, vap, | .- . .- .- . ea-
ur insert i .
' i
i .
©llll Base pin solder depth ! ... l - .e- aee | - | -e-
'
[ ‘ '
‘- |
@nos Permanence of marking . . .- .- .- -
Quality conformance
mspechon p:m 3T
.- Life-test provisions Group A .-- .- “-- --- —-- -
--- Life-test end point Power output --- --- Po 2.75 ..- w
(500 hours)

NOTES-

1.  Tube types 2A3 and 6A3 are hereby deleted {rom this tube specification sheet.

2. This test to be performed at the conclusion of the holding period.
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